








19*Approval applied for

Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PKBZ 950/…/5.08-F-HC

	 Clamping yoke

5.00
6.00

-

0.20 - 4.00
0.20 - 2.50
0.25 - 2.50

			   cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III
	 22 - 12	 22 - 12	 22 - 12	 0.5 - 2.5
	 1.60	 1.60	 1.60	 4.00
	0.80 / M3	 0.80 / M3	 0.80 / M3	 0.50 / M3
	 			   3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

CuZn
Steel

-
-

Steel
-
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

STL 950/…/5.08-V-F-HC; STL 950/…/5.08-H-G-HC

Refer to page 123 in the CONTA-CON Catalogue

PKBZ 955/…/5.08

	 			  Clamping yoke

5.00
7.00

-

0.20 - 4.00
0.20 - 2.50
0.25 - 2.50

			   cULus*			   *
	 B	 C	 D	
	 300		  300	 250
	 10		  10	 9
	 			   III
	 28 - 12		  28 - 12	 0.08 - 2.5
	 1.60		  1.60	 2.00
	0.50 / M3		  0.50 / M3	 0.50 / M3
				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

CuZn
Steel

-
-
-
-
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23
	 24

STL 950/…/5.08-V; STL 950/…/5.08-H; STL 950/…/5.08-V-G
STL 950/…/5.08-H-G; STL 990/…/5.08-G; STL 970/…/5.08-V
STL 970/…/5.08-H; STL 970/…/5.08-V-G; STL 970/…/5.08-H-G

Refer to page 123 in the CONTA-CON Catalogue

30182.1
30183.1
30184.1
30185.1
30186.1
30187.1
30188.1
30189.1
30190.1
30191.1
30192.1

50
50
50
50
50
50
50
50
50
50
50

30232.1
30233.1
30234.1
30235.1
30236.1
30237.1
30238.1
30239.1
30240.1
30241.1
30242.1
30243.1
30244.1
30245.1
30246.1
30247.1
30248.1
30249.1
30250.1
30251.1
30252.1
30253.1
30254.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON
Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree 
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Cage tension spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts 
m)

Accessories
Labelling
Coding

PKBZ 1100/…/5.08-F 

	 			  Clamping yoke

5.08
7.00

-

0.20 - 4.00
0.20 - 4.00
0.25 - 2.50

			   cULus				  
	 B		  C		  D	
	 300		  -		  300	   250
	 11		  -		  10	   12
	 -		  -		  -	   III
	 28 - 12		  -		  28 - 12	   2.50
	 1.60		  -		  1.60	   4.00
	0.50 / M 3		  -		  0.50 / M 3		  0.50 / M 3
	 -		  -		  -	   3

	 PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

CuZn
Steel

-
-
-
-
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23			 
	 24

STL 950/…/5.08-H-F; STL 950/…/5.08-V-F

				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K4 RD  			   14309.4   			  100

IPKBZ 950/…/5.08  

	 			  Clamping yoke

5.08
7.00

-

0.20 - 4.00
0.20 - 4.00
0.25 - 2.50

			   cULus				  
	 B		  C		  D	
	 300		  -		  300	   250
	 10		  -		  10	   10
	 -		  -		  -	   III
	 28 - 12		  -		  28 - 12	   2.50
	 1.60		  -		  1.60	   4.00
	0.55 / M 3		  -		  0.55 / M 3		  0.55 / M 3
	 -		  -		  -	   3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

CuZn
Steel

-
-
-
-
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23			 
	 24

ISTLZ 950/…/5.08-H; ISTLZ 950/…/5.08-V; PKB 
950/…/5.08; PKB 1100/…/5.08; PKB 1110/…/5.08
				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K5 RD   			   14310.4   			  100

 14196.1  
 14197.1  
 14198.1  
 14199.1  
 14200.1  
 14201.1  
 14202.1
14203.1
14204.1
14205.1
14206.1
14207.1
14208.1
14209.1
14210.1
14211.1
14212.1
14213.1
14214.1
14215.1
14216.1
14217.1
14218.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

 14219.1  
 14220.1  
 14221.1  
 14222.1  
 14223.1  
 14224.1  
 14225.1  
 14226.1  
 14227.1  
 14228.1  
 14229.1  
 14230.1  
 14231.1  
 14232.1  
 14233.1  
 14234.1  
 14235.1  
 14236.1  
 14237.1  
 14238.1  
 14239.1  
 14240.1  
 14241.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree 
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Cage tension spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts 
 mm)

Accessories
Labelling
Coding

PKBZ 965/…/7.62-F 

	 			  Clamping yoke

7.62
7.00

-

0.08 - 4.00
0.08 - 4.00
0.25 - 2.50

			   cULus				  
	 B		  C		  D	
	 300		  -		  300	   400
	 10		  -		  10	   12
	 -		  -		  -	   III
	 28 - 12		  -		  28 - 12	   2.50
	 1.60		  -		  1.60	   6.00
	0.50 / M 3		  -		  0.50 / M 3		  0.50 / M 3
	 -		  -		  -	   3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

CuZn
Steel

-
-
-
-
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	

STL 960/…/7.62-H-F; STL 960/…/7.62-V-F

				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K4 RD  			   14309.4   			  100

PKBZ 1110/…/5.08-F  

	 			  Clamping yoke

5.08
7.00

-

0.20 - 4.00
0.20 - 4.00
0.25 - 2.50

			   cULus				  
	 B		  C		  D	
	 300		  -		  300	   250
	 11		  -		  10	   12
	 -		  -		  -	   III
	 28 - 12		  -		  28 - 12	   2.50
	 1.60		  -		  1.60	   4.00
	0.50 / M 3		  -		  0.50 / M 3		  0.50 / M 3
	 -		  -		  -	   3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

CuZn
Steel

-
-
-
-
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23			 
	 24

STL 950/…/5.08-H-F; STL 950/…/5.08-V-F

				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K4 RD  			   14309.4   			  100

14311.1
14312.1
14313.1
14314.1
14315.1
14316.1
14317.1
14318.1
14319.1
14320.1
14321.1
14322.1
14323.1
14324.1
14325.1
14326.1
14327.1
14328.1
14329.1
14330.1
14331.1
14332.1
14333.1 

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

 14294.1  
 14295.1  
 14296.1  
 14297.1  
 14298.1  
 14299.1  
 14300.1  
 14301.1  
 14302.1  
 14303.1  
 14304.1  
 14305.1  
 14306.1  
 14307.1  
 14308.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON

*Approval applied for

Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PFB 4551/…/3.5-KD	   

Leg spring

3.50
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

	 		  cULus*				    *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.5

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-
-

Stainless steel
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.50-V-G; STL 1550/…/3.50-H-G

Refer to page 123 in the CONTA-CON Catalogue

PFB 4551/…/3.5-FKD		

Leg spring

3.50
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

		  cULus*		  *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-

Steel
Stainless steel

-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.50-V-F; STL 1550/…/3.50-H-F

Refer to page 123 in the CONTA-CON Catalogue

30262.1
30263.1
30264.1
30265.1
30266.1
30267.1
30268.1
30269.1
30270.1
30271.1
30272.1
30273.1
30274.1
30275.1
30276.1
30277.1
30278.1
30279.1
30280.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

30282.1
30283.1
30284.1
30285.1
30286.1
30287.1
30288.1
30289.1
30290.1
30291.1
30292.1
30293.1
30294.1
30295.1
30296.1
30297.1
30298.1
30299.1
30300.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50



23*Approval applied for

Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PFB 4561/…/3.5-KD

	 Leg spring

3.50
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

			   cULus*				    *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-
-

Stainless steel
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7	
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.50-V-G; STL 1550/…/3.50-H-G

Refer to page 123 in the CONTA-CON Catalogue

PFB 4561/…/3.5-FKD

	 			  Leg spring

3.50
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

			   cULus*			   *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-

Steel
Stainless steel

-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.50-V-F; STL 1550/…/3.50-H-F

Refer to page 123 in the CONTA-CON Catalogue

30302.1
30303.1
30304.1
30305.1
30306.1
30307.1
30308.1
30309.1
30310.1
30311.1
30312.1
30313.1
30314.1
30315.1
30316.1
30317.1
30318.1
30319.1
30320.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

30322.1
30323.1
30324.1
30325.1
30326.1
30327.1
30328.1
30329.1
30330.1
30331.1
30332.1
30333.1
30334.1
30335.1
30336.1
30337.1
30338.1
30339.1
30340.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON

*Approval applied for

Plug-in connectors PCB
Female socket block

The standard version is also available 
on request as a PFBZ 4561 with a 
180° rotated mating profile.

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PFBZ 4551/…/3.81-KD

Leg spring

3.81
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

	 		  cULus*				    *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-
-

Stainless steel
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.81-V-G; STL 1550/…/3.81-H-G

Refer to page 123 in the CONTA-CON Catalogue

PFBZ 4551/…/3.81-FKD	

Leg spring

3.81
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

		  cULus*		  *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-

Steel
Stainless steel

-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.81-V-F; STL 1550/…/3.81-H-F

Refer to page 123 in the CONTA-CON Catalogue

14000.1
14001.1
14002.1
14003.1
14004.1
14005.1 
14006.1
14007.1
14008.1
14009.1
14010.1
14011.1
14012.1
14013.1
14014.1
14034.1
14035.1
14036.1
14037.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

14015.1
14016.1
14017.1
14018.1
14019.1
14020.1 
14021.1
14022.1
14023.1
14024.1
14025.1
14026.1
14027.1
14028.1
14029.1
14030.1
14031.1
14032.1
14033.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PFBZ 4561/…/3.81-KD

	 Leg spring

3.81
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

			   cULus*				    *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-
-

Stainless steel
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.81-V-G; STL 1550/…/3.81-H-G	

Refer to page 123 in the CONTA-CON Catalogue

PFBZ 4561/…/3.81-FKD

	 			  Leg spring

3.81
11.00

-

0.14 - 2.50
0.14 - 1.50
0.25 - 1.00

			   cULus*			   *
	 B	 C	 D	
	 300		  300	 160
	 10		  10	 10
	 			   III
	 26 - 16		  26 - 16	 0.14 - 1.5
	 1.60		  1.60	 2.50

				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-

Steel
Stainless steel

-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20

STL 1550/…/3.81-V-F; STL 1550/…/3.81-H-F

Refer to page 123 in the CONTA-CON Catalogue

30342.1
30343.1
30344.1
30345.1
30346.1
30347.1
30348.1
30349.1
30350.1
30351.1
30352.1
30353.1
30354.1
30355.1
30356.1
30357.1
30358.1
30359.1
30360.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

30362.1
30363.1
30364.1
30365.1
30366.1
30367.1
30368.1
30369.1
30370.1
30371.1
30372.1
30373.1
30374.1
30375.1
30376.1
30377.1
30378.1
30379.1
30380.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON
Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PFB 4951/…/5.0-KD

Leg spring

5.00
12.00

-

0.20 - 2.50
0.20 - 2.50
0.25 - 2.50

	 		  cULus				  
	 B	 C	 D	
	 300		  300	 250
	 10		  10	 12
	 			   III
	 26 - 12		  26 - 12	 0.20 - 2.50
	 1.60		  1.60	 4.00

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-
-

Stainless steel
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23
	 24

STL 950/…/5.0-V; STL 950/…/5.00-H;  
STL 950/…/5.00-V-G; STL 950/…/5.00-H-G; 
STL 975/…/5.00-V-G; STL 975/…/5.00-H-G

Refer to page 123 in the CONTA-CON Catalogue

PFB 4951/…/5.0-FKD

Leg spring

5.00
12.00

-

0.20 - 2.50
0.20 - 2.50
0.25 - 2.50

		  cULus		
	 B	 C	 D	
	 300		  300	 250
	 10		  10	 12
	 			   III
	 26 - 12		  26 - 12	 0.20 - 2.50
	 1.60		  1.60	 4.00

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-

Steel
Stainless steel

-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23
	 24

STL 950/…/5.0-V-F; STL 950/…/5.0-H-F

Refer to page 123 in the CONTA-CON Catalogue

30382.1
30383.1
30384.1
30385.1
30386.1
30387.1
30388.1
30389.1
30390.1
30391.1
30392.1
30393.1
30394.1
30395.1
30396.1
30397.1
30398.1
30399.1
30400.1
30401.1
30402.1
30403.1
30404.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

30442.1
30443.1
30444.1
30445.1
30446.1
30447.1
30448.1
30449.1
30450.1
30451.1
30452.1
30453.1
30454.1
30455.1
30456.1
30457.1
30458.1
30459.1
30460.1
30461.1
30462.1
30463.1
30464.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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Plug-in connectors PCB
Female socket block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

PFBZ 4951/…/5.08-KD

	 Leg spring

5.08
12.00

-

0.20 - 2.50
0.20 - 2.50
0.25 - 2.50

			   cULus				  
	 B	 C	 D	
	 300		  300	 250
	 10		  10	 12
	 			   III
	 26 - 12		  26 - 12	 0.20 - 2.50
	 1.60		  1.60	 4.00

				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-
-

Stainless steel
-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23
	 24

STL 950/…/5.08-V; STL 950/…/5.08-H; STL 950/…/5.08-V-G; 
STL 950/…/5.08-H-G; STL 990/…/5.08-G; STL 970/…/5.08-V; 
STL 970/…/5.08-H; STL 970/…/5.08-V-G; STL 970/…/5.08-H-G

Refer to page 123 in the CONTA-CON Catalogue

PFBZ 4951/…/5.08-FKD

	 			  Leg spring

5.08
12.00

-

0.20 - 2.50
0.20 - 2.50
0.25 - 2.50

			   cULus			 
	 B	 C	 D	
	 300		  300	 250
	 10		  10	 12
	 			   III
	 26 - 12		  26 - 12	 0.20 - 2.50
	 1.60		  1.60	 4.00

				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-
-

Steel
Stainless steel

-
-

CuSn
	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23
	 24

STL 950/…/5.08-V-F; STL 950/…/5.08-H-F

Refer to page 123 in the CONTA-CON Catalogue

30412.1
30413.1
30414.1
30415.1
30416.1
30417.1
30418.1
30419.1
30420.1
30421.1
30422.1
30423.1
30424.1
30425.1
30426.1
30427.1
30428.1
30429.1
30430.1
30431.1
30432.1
30433.1
30434.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

30472.1
30473.1
30474.1
30475.1
30476.1
30477.1
30478.1
30479.1
30480.1
30481.1
30482.1
30483.1
30484.1
30485.1
30486.1
30487.1
30488.1
30489.1
30490.1
30491.1
30492.1
30493.1
30494.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON

*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

STL 950/…/5.0-V-HC

5.00
-

1.40

-
-
-

	 		  cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.0-HC

Refer to page 123 in the CONTA-CON Catalogue

STL 950/…/5.0-H-HC

5.00
-

1.40

-
-
-

		  cULus*		  *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.0-HC

Refer to page 123 in the CONTA-CON Catalogue

30502.1
30503.1
30504.1
30505.1
30506.1
30507.1
30508.1
30509.1
30510.1
30511.1
30512.1

50
50
50
50
50
50
50
50
50
50
50

30522.1
30523.1
30524.1
30525.1
30526.1
30527.1
30528.1
30529.1
30530.1
30531.1
30532.1

50
50
50
50
50
50
50
50
50
50
50



29*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

STL 950/…/5.0-V-G-HC

	

5.00
-

1.40

-
-
-

			   cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

STL 950/…/5.08-V-F-HC; STL 950/…/5.08-H-G-HC

Refer to page 123 in the CONTA-CON Catalogue

STL 950/…/5.0-H-G-HC

	 			 

5.00
-

1.40

-
-
-

			   cULus*			   *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.0-HC

Refer to page 123 in the CONTA-CON Catalogue

30542.1
30543.1
30544.1
30545.1
30546.1
30547.1
30548.1
30549.1
30550.1
30551.1
30552.1

50
50
50
50
50
50
50
50
50
50
50

30562.1
30563.1
30564.1
30565.1
30566.1
30567.1
30568.1
30569.1
30570.1
30571.1
30572.1

50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON

*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

STL 950/…/5.0-V-F-HC

5.00
-

1.40

-
-
-

	 		  cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
CuZn

-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.0-F-HC

Refer to page 123 in the CONTA-CON Catalogue

STL 950/…/5.0-H-F-HC		

5.00
-

1.40

-
-
-

		  cULus*		  *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
CuZn

-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.0-F-HC		

Refer to page 123 in the CONTA-CON Catalogue

30582.1
30583.1
30584.1
30585.1
30586.1
30587.1
30588.1
30589.1
30590.1
30591.1
30592.1

50
50
50
50
50
50
50
50
50
50
50

30602.1
30603.1
30604.1
30605.1
30606.1
30607.1
30608.1
30609.1
30610.1
30611.1
30612.1

50
50
50
50
50
50
50
50
50
50
50



31*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

STLZ 950/…/5.08-V-HC GN

5.08
-

1.40

-
-
-

			   cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.08-HC

Refer to page 123 in the CONTA-CON Catalogue

STLZ 950/…/5.08-H-HC

	 			 

5.08
-

1.40

-
-
-

			   cULus*			   *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00		
		  -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.08-HC

Refer to page 123 in the CONTA-CON Catalogue

30622.1
30623.1
30624.1
30625.1
30626.1
30627.1
30628.1
30629.1
30630.1
30631.1
30632.1

50
50
50
50
50
50
50
50
50
50
50

30642.1
30643.1
30644.1
30645.1
30646.1
30647.1
30648.1
30649.1
30650.1
30651.1
30652.1

50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON

*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

STLZ 950/…/5.08-V-G-HC

5.08
-

1.40

-
-
-

	 		  cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3	

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.08-HC

Refer to page 123 in the CONTA-CON Catalogue

STLZ 950/2/5.08-H-G-HC		

5.08
-

1.40

-
-
-

		  cULus*		  *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.08-HC

Refer to page 123 in the CONTA-CON Catalogue

30662.1
30663.1
30664.1
30665.1
30666.1
30667.1
30668.1
30669.1
30670.1
30671.1
30672.1

50
50
50
50
50
50
50
50
50
50
50

30682.1
30683.1
30684.1
30685.1
30686.1
30687.1
30688.1
30689.1
30690.1
30691.1
30692.1

50
50
50
50
50
50
50
50
50
50
50



33*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross-section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts

Accessories
Labelling

STLZ 950/2/5.08-V-F-HC

	

5.08
-

1.40

-
-
-

			   cULus*				    *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
CuZn

-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.08-F-HC

Refer to page 123 in the CONTA-CON Catalogue

STLZ 950/2/5.08-H-F-HC

	 			 

5.08
-

1.40

-
-
-

			   cULus*			   *
	 B	 C	 D	
	 300	 150	 300	 250
	 16	 16	 10	 16
	 			   III

	 1.60	 1.60	 1.60	 4.00
				    -
				    3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
CuZn

-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2
	 3
	 4
	 5
	 6
	 7
	 8
	 9
	 10
	 11
	 12

PKB 950/…/5.08-F-HC

Refer to page 123 in the CONTA-CON Catalogue

30702.1
30703.1
30704.1
30705.1
30706.1
30707.1
30708.1
30709.1
30710.1
30711.1
30712.1

50
50
50
50
50
50
50
50
50
50
50

30722.1
30723.1
30724.1
30725.1
30726.1
30727.1
30728.1
30729.1
30730.1
30731.1
30732.1

50
50
50
50
50
50
50
50
50
50
50
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CONTA-CON
PCB plug-in connectors
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree 
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Cage tension spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts 
mm)

Accessories
Labelling
Coding

ISTLZ 950/…/5.08-V 

	

5.08
-

1.40

-
-
-

			   cULus				  
	 B	 C	 D	
	 300	 -	 300	 250
	 10	 -	 10	 12
	 -	 -	 -	 III
	 -	 -	 -	 -
	 1.6	 -	 1.6	 4.0
	 -	 -	 -	 -
	 -	 -	 -	 3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23			 
	 24

IPKBZ 950/…/5.08; STL 950/…/5.08-H;  
STL 950/…/5.08-V
				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K4 RD   			   14309.4   			  100

ISTLZ 950/…/5.08-H

	 			 

5.08
-

1.40

-
-
-

		  cULus		
	 B	 C	 D	
	 300	 -	 300	 250
	 10	 -	 10	 12
	 -	 -	 -	 III
	 -	 -	 -	 -
	 1.6	 -	 1.6	 4.0
	 -	 -	 -	 -
	 -	 -	 -	 3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
-
-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	 17
	 18
	 19
	 20
	 21
	 22
	 23			 
	 24

IPKBZ 950/…/5.08; STL 950/…/5.08-H; 
STL 950/…/5.08-V
				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K4 RD   			   14309.4   			  100

 14173.1  
 14174.1  
 14175.1  
 14176.1  
 14177.1  
 14178.1  
 14179.1  
 14180.1  
 14181.1  
 14182.1  
 14183.1  
 14184.1  
 14185.1  
 14186.1  
 14187.1  
 14188.1  
 14189.1  
 14190.1  
 14191.1  
 14192.1  
 14193.1  
 14194.1  
 14195.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

 14150.1  
 14151.1  
 14152.1  
 14153.1  
 14154.1  
 14155.1  
 14156.1  
 14157.1  
 14158.1  
 14159.1  
 14160.1  
 14161.1  
 14162.1  
 14163.1  
 14164.1  
 14165.1  
 14166.1  
 14167.1  
 14168.1  
 14169.1  
 14170.1  
 14171.1  
 14172.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50



35*Approval applied for

Plug-in connectors PCB
Male pin block

Drawings

Connection principle
Dimensions
Spacing, mm
Insulation stripping length, mm
PCB hole diameter, mm
Cross-section
Single wire (solid), mm2

Finely stranded (flex.), mm2

Finely stranded (with ferrule), mm2

Ratings
Use group
Rated voltage, V
Rated current, A
Overvoltage category
Cross section max. AWG/mm2

Rated impulse voltage, kV
Rated torque NM/Screw size
Contamination degree 
Materials
Insulation material / Flamm. class
Temperature range
Clamping element
Screw
Clamping cage / cam
Contact pin
Flange/threaded insert
Cage tension spring
Wire protection
Soldering lug
Contact spring
Order information
Standard colour(s)
(Other colours on request)

Matching counterparts 

Accessories
Labelling
Coding

STLZ 965/…/7.62 V-F 

	 			 

7.62
-

1.60

-
-
-

			   cULus*				    *
	 B	 C	 D	
	 300	 -	 300	 400
	 10	 -	 10	 12
	 -	 -	 -	 III
	 28 - 12	 -	 28 - 12	 2.50
	 1.6	 -	 1.6	 6.0
	 -	 -	 -	 -
	 -	 -	 -	 3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
CuZn

-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	

PKBZ 965/…/7.62-F

				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K5 RD   			   14310.4   			  100

STLZ 965/…/7.62 H-F 

	 			 

7.62
-

1.60

-
-
-

			   cULus*				    *
	 B	 C	 D	
	 300	 -	 300	 400
	 10	 -	 10	 12
	 -	 -	 -	 III
	 28 - 12	 -	 28 - 12	 2.50
	 1.6	 -	 1.6	 6.0
	 -	 -	 -	 -
	 -	 -	 -	 3

PA 6.6 V0 / UL 94 V0
-30 °C / +105 °C

-
-
-

CuZn
CuZn

-
-
-
-

	 Poles			   Cat. no.			   Qty.
				     (Ral 6018)	
	 2	
	 3	
	 4	
	 5	
	 6	
	 7	
	 8	
	 9	
	 10	
	 11	
	 12
	 13
	 14
	 15
	 16
	

PKBZ 965/…/7.62-F

				    Cat. no.			   Qty.
Refer to page 123 in the CONTA-CON Catalogue
K5 RD   			   14310.4   			  100

 14279.1  
 14280.1  
 14281.1  
 14282.1  
 14283.1  
 14284.1  
 14285.1  
 14286.1  
 14287.1  
 14288.1  
 14289.1  
 14290.1  
 14291.1  
 14292.1  
 14293.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

 14264.1  
 14265.1  
 14266.1  
 14267.1  
 14268.1  
 14269.1  
 14270.1  
 14271.1  
 14272.1  
 14273.1  
 14274.1  
 14275.1  
 14276.1  
 14277.1  
 14278.1

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50


